TOWN OF JERICHO, VERMONT
APPLICATION FOR UTILITY PERMIT

Pursuant to Title 19 V.S.A. Section 1111, Application for Utlity Installation in Town Right-of-Way.
All applications for utility installations shall be submitted to the Jericho Highway Dept. for review and approval. Applicants
shall submit the information requested on this form and any additional information as requested. Contacting the Road

Foreman at 899-3180 to review the project will expedite the process.

Date:

Name of applicant:

Utility representing:

Address:

Phone # of who is doing the work:

Type of Utility: Natural Gas Septic Water
Cable Electric Telephone
other ( )

Utility Installation: Overhead Underground

Brief Scope of the project: copy of permit needs to be in hand at jobsite when work is being preformed. At least one lane
of traffic maintained at all times with signage & flaggers.

Note: A plan describing the location and length of proposed project and any construction details must be attached.

ALL CONTRACTORS MUST REVIEW AND ADHERE TO THE JERICHO PUBLIC WORKS SPECIFICATIONS.

Signature of applicant(s):

Title:

Comments by Road Foreman: (see also “Conditions” on back of this form)

Permit expires: / /

Signature: Status: Approved Rejected
Jericho Road Commissioner

Date:




PERMIT CONDITIONS

Applicant must note the folldwing special conditions. However, in general, all projects must adhere to the
Jericho Public Works Specifications as noted on the front of this application. '

___ A minimum of 24 hours nofice to the Towri is required prior to commencement of construction for inspection

___Hours of work:

__Roads, Ditches, culverts, efc. will be restored {o the condition found at the start of construction
___ This permit provides no private R-O-W.

___Permittee will be responsible for any engineering fees incurred by the Town for inspections deemed necessary
outside the realm of the Road Commissioner’s responsibility

__ MUTCD Signage & Approved flagging required
___ Be aware of the road-crossing culvert in the area
___Bore in./ ft. below road elevation

___ Bury conduit ft. below road elevations.

__ Starter & receiving pits to be no closer than 10’ from the edge of pavement.
___No materials left on the traveled lane overnight
. No open excavation left overnight

__ Emergency/ Evening-Weekend contact:

Phone:

___Vibratory compaction equipment to be used during the backfill process
___Use NO frozen backiill

— C§ntaci Dig Safe for utilities 1-888-344-7233

___Remove and reinstall speed limit sign

___Bury 40” deep

___ This section of rebuilt roadway has geotextile fabric that cannot be disturbed.




